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Embossers: Basic-D, Everest, 4X4 PRO


Firmware 12.00 or higher


Braille editor: WinBraille 4.20
Windows XP

2007-06-20 BLT

1. Included in Shipment
Embosser, power cable,  communication cable (USB), installation manual - in Braille and in ink,  Index CD including: WinBraille, Printer drivers, Embosser Utility, IbPrint, Braille translation files, manuals, etc.
2. Select Power Supply 115 or 230 V
Basic-D, Everest and 4X4 PRO, 115/ 230 V switch under the embosser close to power input.
3. Remove Transport Locking 
Basic-D: One steel bar on the back plate.
Everest, 4X4 PRO: Two red plastic on the top.
Installation Example: Everest with USB connection

WinBraille: English, Contracted English Braille, A4 Page, Page number on, Latex mathematics.

4. Install WinBraille, Printer Driver and IbPrint
· Download latest version of WinBraille 4 from the included Index Braille CD or by download it from www.indexbraille.com. 
· Start WinBraille installation in: 
software// WinBraille 4// wbxxx4###. 
xxx is menu language and ### is the version id.
· Follow the WinBraille installation wizard.
· Select: WinBraille Installation
· Index Custom Installation = default settings in WinBraille: 
Recommendation select Index default settings.
· Select your embosser model Firmware 12.xx or higher: Everest V3 (Basic-D V3 , 4X4 PRO V3)
The Index Add Printer Wizard starts automatically:
· Select: Local printer.
· Select the printer port: Lpt1 – temporary port used during WinBraille installation.
· Select Embosser Model: this example Everest V3 (Basic-D V3/ 4x4 PRO V3). 
· Printer sharing: Do not share this printer.
· Select: Do not launch WinBraille.
5. Connect the Index Embosser to Your Computer
5.1 USB and Centronics

· Plug in the USB cable and start the embosser. 

· Found New Hardware Wizard starts automatically.
· Can Windows connect to Windows Update to search for new software? 
Select: No, not this time.
· Select: Install the software automatically.
· The installation of printer drivers is completed.
5.2 Currently Installed Index Printer drivers

The following printer drivers has been installed in Printers and Faxes.

Menu - Start/ Printers and Faxes.

· Everest V3 = Lpt 1, temporary port used during WinBraille installation . Delete this driver now. 
· Everest V3 (Copy 1) = USB. Rename to for example Everest V3 USB
· WinBraille = Import driver to WinBraille.
6. Network 
· Plug in the Network cable and start the embosser. 

· The embosser will automatically get an IP address from the DHCP server.
· Get the embosser IP address by pressing:
 help + value in speech feedback 
Help + Help in letter printout
Use the internal web server in the embosser to monitor and change the Network settings. Access your embosser from the web browser by typing the embosser IP address, this example 192.168.1.175.

Change Network settings in embosser web menu: Embosser info / value edit.
6.1 Create port connected to the embosser IP address in “Printers and faxes”

· File/ Server properties/ Tab = Ports/ Add Port…

· Select type: Standard TCP/IP Port and press New Port
· Add Standard TCP/IP Printer Port Wizard starts, press Next.
· Printer Name or IP Address: in this example 192.168.1.175 , the Port Name will automatically be the same as the IP address.
6.2 Currently Installed Index Printer drivers

Everest V3 = Lpt 1,  change port to TCP/IP no 192.168.1.175

WinBraille = Import driver to WinBraille. 

The Network installation is completed.
7. Printing Test Page

First time WinBraille starts up it will suggest to print a test page. Print and confirm it.

Close all document windows in WinBraille.
8. Quick WinBraille Set-Up
Start WinBraille, select menu/ Profile/ Manage Profile/ Edit (Example: Everest V3, Default)
8.1 Category
· Page layout: Margins top, bottom, inner and outer. Orientation Portrait or Landscape.
· Header: Page number selection, braille page numbering %b.
· Graphics: Included graphics, tag “Page width”.
· Translate: Text to braille translation language. Select from the list example english_g2.ibk Format: language_g#_v#.ibk. 
· Select Yes: use the same translation for all styles.

· G0 = Computer braille, G1=Literary Braille, G2=Contracted Braille, G3 etc Contracted braille.

· V# = version number of translation code

· Update profile and close.
7.2 Include Mathematics

Change to Professional mode by menu: Profile/ Manage Profiles/ View/ Professional Edition
· Go to Math menu: Profile/ Edit profile/ Category Math.
· Select: Include Equation Editor math objects in translated document.
· Select: Math rule: math-latex.ibk.
· Update profile and close.

	GROUP
	ITEM
	VALUE

	paper
	paper length, mm or inch
	numerical


	
	paper width, mm or inch

	numerical

	
	print folding 

(only 4X4 PRO)

	0, 1, 2, 3 number of dots in the print folding line

	
	number of paper out

(only 4Waves PRO)
	numerical


	GROUP
	ITEM
	VALUE

	page layout
	outer margin, characters
	0 – 10

	
	inner margin, characters

	0 – 10

	
	top margin, lines

	0 – 10

	
	bottom margin, lines
	0 – 10

	
	page number
	none, 

top - inner, center, outer

bottom - inner, center, outer


	
	page mode
	double sided, single sided, 

saddle stitch four pages, 

z-folding (Basic/ 4Waves PRO)


	GROUP
	ITEM
	VALUE

	Braille
	Braille table
	Index Braille Default Braille table and possibly own tables 

	
	reformatted
	normal, reformatted

	
	line spacing
	2.5 ... 10.0 mm (4X4 PRO 5.0)

	
	Braille dot distance, mm
	2.2, 2.5, 3.2 (4X4 PRO 2.5)

	
	graphic dot distance, mm
	1.6, 2.0, 2.5 (4X4 PRO 2.0)

	
	impact level
	normal, high

	
	multiple impacts
	1, 2, 3, 4, 5 strokes


	GROUP
	ITEM
	VALUE

	option
	volume
	1, 2, 3, 4, 5, 

	
	setup
	open, locked


	FUNCTION KEY
	FEEDBACK

	off line + help
	Echo: printout status, number of copies completed and position of the current printout

	help
	Echo: embosser model, firmware version and active setup

	help + help
	Embosses: information in letter graphics (not 4X4 PRO)

	help + normal
	Embosses: embosser information in Braille 

	help + value
	Echo: IP Address, Subnet mask (not 4Waves PRO)

	form feed + value
	Echo: paper size, length, width, Braille page layout, etc.

	help + setup
	Embosses: installed Own Braille tables in Braille and letter graphics 

	help + on line
	Embosses: Hammer test page displays dot quality of the individual hammers

	item
	Embosses: Braille page format 

	value
	Echo: lines per page, characters per line

	value + value
	Echo: complete Braille page information, paper size, length, width, Braille page layout, etc.


	COMMANDS
	FUNCTION

	on line
	Starts embossing.

Cancels selected value in setup, numerical function, adjustments, etc.

	off line
	Interrupts embossing.

See Stop Embossing in a Print Job

· The embosser will receive the text during off line and store it in the embosser memory. 
· To continue embossing the remaining part of the document after the interruption (paper jam, etc.), 4Waves PRO only: 
See Re-start  Embossing at Stop Position.

	form feed
	New page 

	form feed + form feed
	Basic: Paper moves to starting position.

Everest / 4X4 PRO: Measures and adjusts paper length.

4Waves PRO: Starts loading paper.

	form feed + on line
	Basic: Moves the paper to tear off position in the Acoustic Cabinet Basic .

4Waves PRO: Moves the paper forwards one page plus one page per embosser module.

	form feed + off line

	Basic: Reverse the paper out of the embosser.

4Waves PRO: Reverse the paper to the first embosser module. Be sure to close the lid!

	help + reformatted
	Open locked-setup panel, locked-setup panel echoes "setup locked".

	normal
	Turns off reformatting.

	double sided
	Double-sided embossing.

	single sided
	Single-sided embossing.

	reformatted
	Reformats the text to the installed Braille page format.

	z-folding
	Basic and 4Waves PRO: Toggles between Z-folding and normal folding.
4X4 PRO: The Z-folding key gives magazine format.

	A
	Selects installed values in setup A.

	B
	Selects installed values in setup B.

	C
	Selects installed values in setup C.

	setup
	Begin changing the setup values, valid keys see setup commands.
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